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ABOUT US
Thermoplast Plastic involved in sector with producing PVC 
insulating strips in 2006. 

Thermoplast has raised its production capacity and expanded 
product range in a short time with its innovative and dynamic 
structure. 

Our primary goal is continual improvement in quality, cost, 
delivery and customer satisfaction. 

Thermoplast moved its factory to Edirne, on 6000 m² covered 
area in 2015 in order to cover increasing demands. 

Thermoplast Plastic is specialized in producing high quality PVC 
and PA 66 GF %25 POLYAMIDE insulating strips with improving its 
production technology and carrying extensive research and 
development activities.  

Thermoplast Plastics, which offers the best quality products with 
the best service, has become one of the leading companies of our 
country.
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Thermoplast Plastik takip ederek, 
yenilerek ve AR-GE ile hem PVC hem de PA 
66 GF %25 cam elyaf POLYAMIDE isi bariyerleri 
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En kaliteli en iyi hizmetle sunmakta olan Thermoplast 
Plastik, gelen biri . 



Thermo UPVC bariyerler
Thermomid PA 66 GF %25 cam elyaf 

Thermo Core 
Thermo NUL
Thermo EDGE
Thermo MAK

THERMOPLAST 
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TERMAL YALITIMIN AVANT
T

   maliyetlerinden tasarruf etmek 

• P

Thermoplast Plastik offers services to its 

Thermo UPVC barriers
Thermomid PA 66 GF 25% glass fiber 
reinforced polyamide barriers 
Thermo Core 
Thermo NUL
Thermo EDGE
Thermo MAK

THERMOPLAST 
Thermoplast Plastic is specialized in producing most qualified 
PVC insulating strips with low tolerances.

THE REASON FOR USING THERMAL INSULATION IN 
ALUMINIUM CUTTING SYSTEMS
Aluminum is one of the most commonly used materials in frame 
windows. But as it is known that aluminum is a material which 
has a very high thermal conductivity. 

Thermal insulation in aluminum cutting systems is provided by 
binding an internal and an external aluminum profiles with a 
non-conductive thermal barrier to suppress the negative effects 
of the high thermal conductivity of aluminum material. This non-
conductive thermal barrier can be used as PVC or Polyamide.

ADVANTAGES OF THERMAL INSULATION
Thermal insulation should be used for:
• To avoid the summer heat and winter cold in habitats
• To obtain a homogeneous temperature and comfort in the 
   building
• To protect the structural elements of buildings and the destruction 
   of the outer shell from thermal stresses and moisture.
• To save from fuel and energy expenses hence to provide saving 
   from operating costs.
• In order to decrease the cost of initial investment
• To reduce consumption of natural resources
• To reduce rime and frost on glasses. 
• To provide unobstructed entrance of light from windows. 
• To prevent frames from getting wet
• To keep the surface temperatures of glasses
• To provide sound insulation

www.tpthermoplast.com 
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THERMOMID PA 66 GF %25

Thermomid is specialized in producing most qualified polyamide 
PA 66 GF %25 reinforced insulating strips.

Our company is producing POLYAMID under the brand name of 
THERMOMID. THERMOMID is a local production product. 
THERMOMID is a thermal insulating material which has a very 
low coefficient and on the other hand has high strength and 
hardness and can be produced with low tolerances.

THE REASON FOR USING THERMOMID
ECONOMIC AND EFFICIENT – based on PVC provides up to 50%
good thermal insulation
Key to the effectiveness of Thermomid is Thermonul 66 GF %25 
which is a special composition of glass-reinforced nylon 66 GF %25. 

BETTER INSULATION
Thermoplast system provides superior insulation through increased 
aluminum separation and air space. The material is extruded into a 

extrusions (the inner and outer aluminum profiles of the window, 
door or curtain wall). 
Thermomid seals out moisture under high temperature.

INCREASED STRENGTH
Since Thermomid's coefficient of thermal expansion is very close 
to that of aluminum, internal stresses are drastically reduced. 
The bond between Thermomid and the aluminum extrusion retains 
its mechanical integrity through a wide range of temperature 
fluctuations.

The strength of the composite profile is increased due to 
Thermomid's composition and system geometry.

ALLOWS THINNER ALUMINUM WALLS
Thermomid is a system with inherent strength, permitting the use 
of thinner aluminum walls even with similar hollow section 
construction. 
Manufacturers save on material costs and can offer reduced 
weight in finished assemblies.
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THERMOMAK

mevcuttur.

THERMOCORE

A2 is consist of, two sided, plastic and mineral-filled core aluminum 
plate. One side of this aluminum composite plate is colored.

• According to the German norm DIN4102, flame retardant A2 
   class which is formed by special mineral-filled core material, has 
   fire resistance certificate.
• It has an extremely excellent surface which is lightweight, flexible 
   and rigid.
• Provide low-cost advantage in infrastructure work.
• As a structural element, it provides unlimited freedom to architects 
   and practitioners in interior and exterior applications.
• Lightweight.
• Highly tough.
• Flexible.
• Provides flat surfaces.
• It is supportive to other structural elements.
• Can easily processed, cut and bent.
• Can be shaped when it is cold with hand tools. All kinds of cutting, 
   sawing, drilling, bending processes can be applied with used 
   machines, panel saws and composite panel cutting machines. 
• Has a wide range of colors.
• A2's painted face can be used for exterior applications with UV 
   resistant fluoropolymer (PVDF) varnished oven coating system.
• Recyclable.
• Can be produced in different core thickness depending on the 
   place of use, wind load and application forms. 

buildings, public buildings, tunnels, airports, hospitals, shopping 
malls, stadiums, railway and metro stations, hotels and in all the 
structures in which fire insulation is important.

THERMONUL 

Thermonul is specialized in producing high quality TPE, PE, rigid 
pvc and polyamide compound for extrusions.

THERMOFOAM

THERMOMAK

Under Thermomak our company has aluminum press, composite 
panel machine, polishing machine and conveyor line distributorships. 

MAK MAK

EDGEEDGEThermo

Under the ThermoEdge brand, high quality Polypropylene 
heterophasic copolymer space bar is produced.

COREThermoCOREThermo

NULThermo NULThermo

Thermo

Thermo Thermo
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